
Q: Is a cooker hood necessary in your kitchen?
A: Definitely. The cooker hood helps to purify and absorb oily fumes when you're cooking. At the same time, it prevents your ceiling from being dirtied by oily fumes.

FREE FREE FREE

Grease Grease Grease

Cleaner Cleaner Cleaner

Model: RF-2740 - S/Steel Model: CA-372 - S/Steel Model: CP-78 - S/Steel
Dim (mm): W900 x D487 x H160 (6") Ext. Size: W724 x D289 x H140 Ext. Size: W780 x D311 x H410
Twin Motors, dbA - 66, Cooking Lights Cut-Out: W695 x D260 mm Cut-Out: W740 x D293 x H410 mm
Push Button 3 Speed Control Twin Motors, dbA - 69, Cooking Lights Low Energy Consumption Motor-186W
3 pcs Washable Aluminium Filter 3 Speed Control PL Light, 4 Speed Control
2 pcs Replaceable Charcoal Filter 3 pcs Washable Aluminium Filter 1 pc Washable Aluminium Filter

2 pcs Replaceable Charcoal Filter 1 pc Replaceable Charcoal Filter

Delivery Price Delivery Price Delivery Price
20.00 Cash & Carry 20.00 Cash & Carry 30.00 Cash & Carry 
40.00 With Installation 100.00 With Installation 100.00 With Installation

FREE FREE FREE

Grease Grease Grease

Cleaner Cleaner Cleaner

Model: RF-90 Star - S/Steel Model: RF-90 Ray - S/Steel Model: RF-90 Thunder - S/Steel
Dim (mm): W900 x D490 x H714~1042 Dim (mm): W900 x D520 x H656~984 Dim (mm): W900 x D490 x H674~1002
Low Energy Consumption Motor-200W Low Energy Consumption Motor-200W Low Energy Consumption Motor-200W
Noise dbA - 57, Spotlights: 20W x 2 Noise daA - 57, Spotlights: 20W x 2 Noise dbA - 57, Spotlights: 20W x 2
Soft Touch Button - 3 Speed Control Soft Touch Button - 3 Speed Control Soft Touch Button - 3 Speed Control
Auto Cut-Off Air Purifying Function Auto Cut-Off Air Purifying Function Auto Cut-Off Air Purifying Function
3 pcs Washable Aluminium Filter 2 pcs Washable Aluminium Filter 3 pcs Washable Aluminium Filter
Replaceable Charcoal Filter Replaceable Charcoal Filter Replaceable Charcoal Filter

Delivery Price Delivery Price Delivery Price
30.00 Cash & Carry 30.00 Cash & Carry 30.00 Cash & Carry 

120.00 With Installation 120.00 With Installation 120.00 With Installation

Wash aluminium filter once a week, simply spray and rinse
Replace charcoal filter at least once a year

Just what your kitchen needs

Suction* up to 530 m3/h Suction* up to 530 m3/h Suction* up to 770 m3/h

$320.00 $360.00 $695.00
$300.00 $340.00 $665.00
$360.00 $460.00 $795.00

*IEC 61591 method with free air delivery Installation on flat wall or cabinet Printed on 01-07-2009

Suction* up to 770 m3/h Suction* up to 770 m3/h Suction* up to 770 m3/h

$480.00 $570.00 $640.00
$450.00 $540.00 $610.00
$600.00 $690.00 $760.00

All hoods come with 12 month guarantee

Maintenance Tips Grease Cleaner Available
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Q: Is a cooker hood necessary in your kitchen?
A: Definitely. The cooker hood helps to purify and absorb oily fumes when you're cooking. At the same time, it prevents your ceiling from being dirtied by oily fumes.

FREE FREE FREE

Grease Grease Grease

Cleaner Cleaner Cleaner

Model: CH-90 Firenze - S/Steel Model: FP-90 - S/Steel Model: JCH-96P - S/Steel
Dim (mm): W900 x D515 x H780~980 Ext. Size: W900 x D490 x H345 mm Dim (mm): W900 x D505 x H890~1210
Low Energy Consumption Motor-160W Low Energy Consumption Motor-186W Low Energy Consumption Motor-186W
Noise dbA - 67, Cooking Lights PL Light Noise dbA - 69, Cooking Lights
Push Button 3 Speed Control Push Button 3 Speed Control Push Button 3 Speed Control
2 pcs Washable Aluminium Filter 4 pcs Washable Aluminium Filter 3 pcs Washable Aluminium Filter
2 pcs Replaceable Charcoal Filter 1 pc Replaceable Charcoal Filter 2 pcs Replaceable Charcoal Filter

Delivery Price Delivery Price Delivery Price
30.00 Cash & Carry 30.00 Cash & Carry 30.00 Cash & Carry 

120.00 With Installation 100.00 With Installation 120.00 With Installation

FREE FREE FREE

Split

Grease Silent Grease Unit Grease

Cleaner Motor Cleaner Motor Cleaner

Model: CH-90 Santiago - S/Steel Model: CH-90 Tevere - S/Steel Model: OL-90 Tokyo - S/Steel
Dim (mm): W900 x D505 x H780~980 Dim (mm): W900 x D500 x H796~1180 Dim (mm): W900 x D515 x H780~980
Low Energy Consumption Motor-160W Low Energy Consumption Motor-170W Low Energy Consumption Motor-190W
Noise dbA - 67, Cooking Lights Noise dbA - 64, Halogen Lights Low Noise Level (dbA), Cooking Lights
Push Button 3 Speed Control Push Button 3 Speed Control Push Button 3 Speed Control
2 pcs Washable Aluminium Filter 3 pcs Washable Aluminium Filter 3 pcs Washable Aluminium Filter
2 pcs Replaceable Charcoal Filter 1 pc Replaceable Charcoal Filter High performance, Powerful, 

yet Silent and Elegant
Delivery Price Delivery Price External Motor: W443, D168, H460 mm

30.00 Cash & Carry 30.00 Cash & Carry Delivery Price
120.00 With Installation 120.00 With Installation 40.00 Cash & Carry 

Wash aluminium filter once a week, simply spray and rinse
Replace charcoal filter at least once a year

Just what your kitchen needs

Suction* up to 715 m3/h Suction* up to 670 m3/h Suction* up to 825 m3/h

$650.00 $750.00 $870.00

Suction* up to 1100 m3/h

$620.00 $720.00 $840.00
$770.00 $850.00 $990.00

*IEC 61591 method with free air delivery Installation on flat wall or cabinet Printed on 01-07-2009

$740.00 $890.00
$710.00 $860.00

Suction* up to 715 m3/h Suction* up to 770 m3/h

Maintenance Tips Grease Cleaner Available

$1,010.00
$1,740.00
$1,700.00

All above models are Made in ItalyAll hoods come with 12 month guarantee

$860.00
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 Italian hobs Specialist Package Discounts / Cash & Carry Products Catalogue Hob Experts Download

Need help?

Q: Is a cooker hood necessary in your kitchen?

A: Definitely. The cooker hood helps to purify and absorb oily fumes when you're
cooking. At the same time, it prevents your ceiling from being dirtied by oily fumes.

A cooker hood's motor suction capacity can typically be split into 3 types:

For a small family that cooks quick meals in a small kitchen
1 Twin motor slimline hood with motor suction capacity 400m3/h ~ 530 m3/h

For a medium sized family that cooks more dishes in a medium sized kitchen
2 Canopy/Chimney hood with strong motor suction capacity 650m3/h ~ 825 m3/h

A large family with a large kitchen, that cooks for large gatherings
3 Canopy/Chimney hood with lower noise levels (Silent Motor Series) and stronger 

motor suction capacity 1000m3/h ~ 1100 m3/h

An Italian cooker hood is more environmentally friendly  than other cooker hoods. 
Understand how a cooker hood works so you can become a friend of the Earth!

When cooking, oily fumes are generated. The motor sucks up the oily fumes and the 
fumes pass through the grease filter. Heavier grease particles will be trapped in the 
grease filter. The fumes are then purified by the charcoal filters which retains odours 
and which also provides an additional filter against the grease. The purified air is 
then returned to the original environment.
The way a cooker hood functions is simple. However efficient aspiration of fumes also
depends very much on the user - whether you wash the grease filters and change 
the charcoal filters.

Placing your hand under the cooker hood to test the suction WILL NOT tell you how 
strong the suction is.

The amount of air released via the air duct outlet is the same as that sucked in. To gauge the
suction capacity, simply place your hand at the air outlet. All Rhoyxon cooker hoods have
their motor suction capacities and countries of origin clearly stated on their price labels.
We believe that customers are discerning, so we DO NOT overstate suction capacities. 
As sole agent, we take responsibility for the things we say. 

Whether a cooker hood can function efficiently depends very much on your cooperation:
1 Wash grease filters once a week - spray both sides with cleaner; brush with an old 

toothbrush and rinse with water. Drip dry and place it back. No replacement is needed.
2 Charcoal filters which rid odours cannot be washed. Change every 9~12 months  

(depending on usage) to ensure that odours are absorbed efficiently.
3 To wash cooker hood exterior, always turn off the switch. Spray hood with 

cleaner before wiping with a damp cloth. Use another dry cloth to wipe the area dry. 
4 Grease cleaner is available at ALL Rhoyxon outlets. 

© Copyright Reserved

Input = Output

How to select and maintain hoods? Email: sales@rhoyxon.com

Small family, simple needs

http://geocities.com/rhoyxon/budgethobs _ X
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Motor suction capacity up to 530m3/hr

Medium sized Families, medium needs

Test suction power using your hand?

Clean and Maintain Filters

Motor suction capacity up to 825m3/hr



 Italian hobs Specialist Package Discounts / Cash & Carry Products Catalogue Hob Experts Download

Need help?

Q: Are oil cassettes and cooker hoods that do not require washing IDEAL?

A: On the surface, it appears so. No one likes washing!
If you've seen demonstrations or videos, the cooking oil collects nicely in the oil 
cassettes and you can simply throw the oil away afterwards. Believable? You will 
nod agreement!

A: The real answer is "NO". Oil stains if unwashed will never disappear!
The cooking oil used in demonstrations are unheated. Consider this - when you 
pour cooking oil into your wok, aside from the oily fumes generated, you will 
realise that oil once heated, becomes STICKY and less viscous. 
Try putting your finger on the oily surface and drawing an invisible line. You will
find it tough. If you seldom cook, please try it this little experiment and all will be clear! 

Take a closer look at these cooker hoods. On the exterior, there are two fans and 
wire netting, (in some you only see a metal piece instead of the fans), on the interior
 is a collection panel, a small rubber tube that drains the oil into the oil cassette. The 
design is very simple and you will know in time if they are ideal for your kitchen and 
as hassle free as claimed, much less environmentally friendly. 
Oil stains built up are something that you HAVE to deal with.  
Therefore we have to ask ourselves the following questions: 

1 If the rubber tube is blocked by oil clumps, can the oil still be drained into the the cassette?
2 Can oil flow into the rubber tube from the oil collection panel when layer after layer of sticky 

oil forms?
3 Without charcoal filters, can the oily fumes sucked in be purified before being released?
4 If the fans are hidden by a wire netting/panel, can the hood still absorb all the oily fumes within 

a short period of time? The fumes can't be frozen and you can't pause time!

Consumers often ask "How many percent of the oily fumes can be sucked in?" 
A more appropriate question would actually be "What's the suction capacity of 
the hood (in m3/h). From this the speed of the motor and the suction capacity can be 
assessed more accurately.

We strongly recommend that you install a 
s/steel wall panel. Apart from providing an 
aesthetic link, it is also very practical - you need 
not worry about stains between kitchen tiles. 

Oil stained collection panels after some time Unprotected motor with oil stains S/Steel Wall Panel：W900 x H700 mm
Optimal distance between hood and hob: 700 ~ 800 mm

Should you wish to see a colored version, drop us an email and we would be pleased to share.
© Copyright Reserved Printed on 01-04-2009

Have a look at the oil clumps accumulated over the years!

The truth is laid bare - You have to do some cleaning!

Makes Cleaning Easy!

What's the % of air sucked in? No one will be able to answer you. Protects Tiles From stains

Is the suction power measurable by percentage? 

Suction capacity up to 1100 m3/hour

 Rust Free Wall Panel

The difference between "ideals" and reality
Larger Families, Larger cooking needs

X

Are oil cassettes, cooker hoods which don't require washing more "ideal"? Email: sales@rhoyxon.com
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http://geocities.com/rhoyxon/budgethobs _
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Need help?

Q: 油污自动滴入油匣子，不用清洗的烟机，比较理想？

A: 从理论上来解读，是的，一点都没错。
若是您看了录像示范或是产品演示，把食油倒入油匣子里，在观众面前

再把顺畅润滑的油从油匣子里倒掉，你肯定会点头，深信无疑。

A: 错，油污没有经过清洗，是绝对不会干净的。
任谁都不会料到那食油是没有经过加热。您如果稍为注意，我们在烹煮

时，把食油倒入热锅内，食物加上其他调味料搅拌加热，除了向上冲冒

的油烟，台面上也有四处溅喷的油污。您会发现这些油腻腻的油污，是

带有粘性的，用您的食指在台面一拉，马上就能感觉出台面不是滑溜溜

的，而是粘粘的不容易拉，有答案了吗？对于那些甚少下厨的朋友们，

不妨回家做个实际的亲身体验，就能感觉出理想与现实总是有差距的，

这句人们常说的话不无道理。

再详细的看看“倒油”的排油烟机，外表就只有两把风扇及防护网(有
些看不到风扇，外面多了一块板)，里面有储油板，一条小胶管，引导

油污流入油匣子，设计简单的不得了。“路遥知马力”能不能有效达到

理想的清除油污油膏，净化空气，至于环保意识更甭谈了。

油污形成油腻腻的油膏是无可否认的事实，因此你、我、他、大家

都会质疑下列一些，大概都有兴趣也想知道的一联串问题：

1 如果小胶管被油腻的油膏堵住了，油还能流到油匣子里吗？

2 里面有储油板，油层经年累月的累积，油膏能顺畅的流入小胶管吗？

3 没有炭精层，油腻的油污气体吸入后又排出，烟味空气如何净化？

4 风扇(吸力)被外面的挡风板遮盖，油烟冒上去的当儿(油烟可是不会

排队等候的哦)，能不能在数秒钟内完全被吸收吗？

消费者在选购时，都喜欢问“能吸多少 %”。一个更贴切的问法是，

排油烟机的抽排能量是多少m3/hour (立方米/小时)，这问题不仅

能反映出马达的时速的快慢，也清楚告诉你烟机抽吸功能的强与弱。

在台面与烟机之间，我们推荐您装置

不锈钢板，不但美观大方，而且更为

实际，除了容易清洗，同时也避免油

污藏在瓷砖的缝隙之间。

储油板油层，经年累月累积的油膏 马达没有保护层，周围都是油膏 不锈钢板尺寸为：宽900 高700 mm
台面与烟机之间的安全高度700 ~ 800 mm

您若是有兴趣看清楚油膏是甚么颜色，请电邮，我们很乐意与您分享。

版权所有，翻印必究。© Copyright Reserved Printed on 01-04-2009

您能感觉出理想与现实总是有差距的吗？

排烟机，能吸多少%，这问题不好说，谁也说不准

烟机最高排烟量 1100 m3/hour

不锈钢板，容易清洗

事实摆在眼前 - 油 污 是 一 定 要 请 洗 的

烹煮量较大的大家庭

http://geocities.com/rhoyxon/budgethobs _

排 烟 机 是 用 % 来 衡 量 吗 ？

看看！这些累积的“油膏”画面，有多恶心。

油污自动滴如油匣子，不用清洗的烟机，比较理想？ Email: sales@rhoyxon.com
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防止四处溅喷的油污，保护瓷砖


